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APCO Project 25
Compatible
Digital Radio

The Stealth™ Mobile Digital Radio
provides an APCO 25 compatible
interface to meet the needs of federal,
state, and local government users.
With backwards compatibility, the
Stealth mobile offers the capacity to
communicate in both narrow and
wide channels and operate in either
digital or analog mode. This allows
the Stealth mobile to effectively
switch from communication between
APCO 25 approved equipment to con-
ventional FM equipment with one
simple turn of the channel knob.

Complete APCO 25 Common Air
Interface offers the capacity to
operate with other APCO 25
compatible equipment.

Backwards Compatibility provides
the flexibility to communicate in both
narrow and wide bandwidth analog
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channels, in addition to narrowband
digital.

Multiple Protocol Compatibility
allows the Stealth mobile to be
customized to operate with a variety
of radio protocols, including APCO 25,
SmartZone” SmartNet" and
Multi-Net®Il.

Field Programmable furnishes an
authorized user the ability to
reprogram frequencies, CTCSS, DCS,
and talkgroups into the radio’s
memory.

Alphanumeric Display provides a
backlit visual display of the radio’s
channel or talkgroup on the front of
the radio.

DTMF Compatibility allows the user
to operate remote control devices or
access telephone interconnect systems.

APCO 25
Conventional

SmartZone™

Digital

SmartNet™
SmartZone™

Rotary Knobs mounted on the front
of the Stealth mobile provide easy
channel and volume adjustment.

Multi-System Select allows the
radio to be programmed for access
into both digital and analog radio
systems. In addition, the Stealth
mobile can be configured to support
conventional, analog, digital narrow
and wideband trunked systems.

Analog Voice Privacy secures
communication while operating in
the analog mode.

Motorola® DES and DES-XL™
Option allows compatibility with
high-tier Motorola encrypted radio
systems.

High Performance Receiver and
Transmitter Specifications

Multi-Net® I

Conventional
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All Specifications are typical and subject to normal manufacturing tolerances.

This device has not been authorized as
required by the rules of the Federal
Communications Commission. This device
may not be delivered until authorization
IS obtained.
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MODEL NUMBER 531X 534X 538X ENVIRONMENTAL SPECIFICATIONS
GENERAL VHF | UHF__|800 Mhz| [memtliem e T
Frequency Range Range 1| 136174 MHz 403470 MHz 806-870 MHz m PTressure 3821 I|” 282% I|” 28(1)3 IuII
T S 77— oy, [emi ) e
. . Sopadition 5051 | |3052 | |3053 |
Mounting Dash-mount (remote mount optional) Ran/BlowRain 5061 1,1l 5062 Il |5063 Il
Input Voltage 13.6 VDC (negative ground) ga“mtgy R O SO IS
Dimensions (HxWxD) 2.1"x7.15"x8.3" (5.3cmx18.2cmx21.1cm) Silffrtataigg Sand g%g% VIIIl(W) gigg |(1I0) gm |("13)
Weight 5 Ibs. 4 0z. (2.38 kg) Shock 5162 1LV 5163 |, VI |5164 1,V
Case Metal—black
Temperature Range —30°C to +60°C ACCESSORIES
Current Drain @ 13.' BV Standb.y 064 o 12-Watt Extenal Speaker DTMF Microphone
TRece'V?td@@RRitzdPAUd'O 123;72: *Remote-Mount Conversion Kit ~ «  Lockable Mounting Tray
ransmi ated Fower . = Spare Control Head Kit
Channel Spacing 125,15,25,30kHz | 125,25kHz | 12,5, 25 kHz
Voice Digital Mode: Voice Coding IMBE™ 4.4 kbps PROJECT 25 ENCRYPTION OPTIONS
Frame Re-sync Interval 180 msec e — :
Error Correction Method RS, Golay, Hamming Ezzzgt:gﬂ Kegyosr'/R;"diOapac'ty 16
FCC Type Acceptance Number Pending Pending Pending Encryption Frame 180 msec
Canada Pending Pending Pending Resync Interval 180 msec
Code Key Generator External Keyloader
RECEIVER (Measurements per TIA/EIA 603 Standards) Encryption Key Tag 65,000
Sensitivity: Digital Mode: 5% BER 0.35v E:E;C;iyone;yszﬁem A4PCO 25 DES
Analog Mode: 12 dB SINAD 0.35 v Code Key Initialization Internal pseudorandom generator
Selectivity =75 dB
Spurious & Image Rejection =758 SecuReNET* ENCRYPTION OPTIONS
Intermodulation 756 | 736 |  —73dB —
o O o z e e ——
Audio Dlsmrt'on, ,(at 1000 Hz) <3% Code Key Generator External Keyloader
Frequency Stability (=30°C to +60°C) £25pm | £25pm | +L5ppm Enctyption ey Tag 5 000
Maximum Frequency Separation Full bandsplit Capacity Per System '
Encryption Type DVP", DVP-XL", DES, DES-XL"
TRANSMITTER (Measurements per TIA/EIA 603 Standards) Code Key Initialization Interal pseudorandom generator
RF Power Output 25W—50W variahle | 10W—40W variable | 10W—35W variable
Spurious & Harmonic Emissions =70 =10 —60 SCRAMBLING
FM Hum & Noise (Wideband) —45 dB (Embedded CVP® Technology)
Emission Designators 16KOF3E, 11KOF3E, 8K10F1E, 20KOFLE Swrambling Keys/Radio 16
Audio Distortion (at 1000 Hz) <3% Scrambling Keying External computer
Audio Response (1000 Hz ref.) 300-3000 Hz Compatibility SC20-460 analog serambler
Frequency Stability (=30°C to +60°C) +2.5 ppm 2;’:? oS FlashCall
Modulation Limiting: ~ Wideband Analog 5 kHz 5 kHz 5 kHz FIPSgl40-1
Narrowband Aqa!og 2.5 kHz 2.5 kHz 2.5 kHz * Call for avallbilty
Digital 2.5 kHz 2.5 kHz —
Maximum Frequency Separation Full bandsplit
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